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NAME

A

A

AE401
B1

B2

B3

B4

SYMBOLS LEGEND

ELEVATION MARKER

REFERENCE NOTE

ROOM NOTE

WINDOW TYPE

SHEET NUMBER
DETAIL NUMBER

PLYWOOD

FINISH GRADE WOOD

BATT INSULATION

RIGID INSULATION

STEEL

MASONRY

CONCRETE BLOCK

CONCRETE

A4
AE301

A

1

A1
AE202

WALL TYPE

REVISION NOTE

FURNITURE NOTE

DETAIL REFERENCE

DETAIL NUMBER

REFERENCE (MULTIPLE)
INTERIOR ELEVATION

SECTION REFERENCE

EXTERIOR ELEVATION
REFERENCE

B2
AE401

INTERIOR ELEVATION
REFERENCE (SINGLE)

NOTE:  ALL MATERIALS REFERENCED ARE NEW
UNLESS NOTED OTHERWISE

DEMOLITION

DOOR & FRAME TYPE

C-3
8'-0"

CEILING NOTE
CEILING HEIGHT

CEILING TYPE

#
1 A

DOOR NUMBER
DOOR FRAME TYPE DOOR TYPE

PROJECT SITE
BLDG 631 & 632
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DRAWING SHEET INDEX

GENERAL
GI001 COVER SHEET & SHEET INDEX
GI002 LOWER LEVEL OCCUPANCY PLAN
GI003 MAIN LEVEL OCCUPANCY PLAN

AS101 SITE PLAN

ARCHITECTURAL
AD101 LOWER LEVEL DEMOLITION PLAN
AD102 MAIN LEVEL DEMOLITION PLAN
AD103 MAIN LEVEL REFLECTED CEILING DEMOLITION
PLAN
AD104 UPPER FLOOR DEMOLITION PLAN
AD105 ROOF DEMOLITION PLAN
AE101 LOWER LEVEL FLOOR PLAN
AE102 MAIN LEVEL FLOOR PLAN
AE103 UPPER LEVEL PLAN
AE110 LOWER LEVEL REFLECTED CEILING PLANS
AE111 MAIN LEVEL REFLECTED CEILING PLANS
AE401 ENLARGED PLAN, ELEVATIONS, DETAILS
AE402 ENLARGED PLAN, ELEVATIONS, DETAILS
AE403 INTERIOR ELEVATIONS
AE601 DOOR TYPES, FINISH SCHEDULE & DETAILS
AF101 LOWER LEVEL FINISH FLOOR PLAN

STRUCTURAL
S001 STRUCTURAL DETAILS
S101 FOOTING & FOUNDATION PLAN
S102 MAIN FLOOR FRAMING PLAN
S103 ROOF FRAMING PLAN
S201 STRUCTURAL DETAILS

MECHANICAL
MH001 MECHANICAL LEGEND & ABBREVIATIONS
MD101 LOWER LEVEL MECHANICAL DEMOLITION PLAN
MD102 MAIN LEVEL MECHANICAL DEMOLITION PLAN
MD103 UPPER LEVEL MECHANICAL DEMOLITION PLAN
MD104 DEMOLITION ROOF PLAN
MH101 LOWER LEVEL MECHANICAL PLAN
MH102 MAIN LEVEL MECHANICAL PLAN
MH103 UPPER LEVEL MECHANICAL PLAN
MH501 MECHANICAL DETAILS
MH601 MECHANICAL SCHEDULES
PL101 LOWER LEVEL PLUMBING PLAN
PL102 MAIN LEVEL PLUMBING PLAN

ELECTRICAL
EG101 SYMBOLS SCHEDULES & NOTES
ES100 ELECTRICAL SITE PLAN
ED101 DEMOLITION PLAN LOWER LEVEL
ED102 DEMOLITION PLAN MAIN LEVEL
ED104 DEMOLITION PLAN ROOF LEVEL
EL101 LIGHTING PLAN LOWER LEVEL
EL102 LIGHTING PLAN MAIN LEVEL
EP101 POWER PLAN LOWER LEVEL
EP102 POWER PLAN MAIN LEVEL
EP103 POWER PLAN UPPER LEVEL
EY101 FIRE ALARM AND SECURITY SYSTEMS PLAN
   LOWER LEVEL
EY102 FIRE ALARM AND SECURITY PLAN MAIN LEVEL
EY103 FIRE ALARM AND SECURITY PLAN UPPER LEVEL
EX101 ONE LINE DIAGRAM
EX102 PANEL BOARD SCHEDULES
EX201 ELECTRICAL DIAGRAMS
EX202 ELECTRICAL DIAGRAMS
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A1
LOWER LEVEL OCCUPANCY LEVEL
1/8" =  1'-0"

UP

Unexcavated

Unexcavated

EXISTING CRAWL SPACE

UNFINISHED
BASEMENT

OCCUPANTS = 1

ELECTRICAL
GROUP - N/A

OCCUPANTS = 0

MECHANICAL
GROUP - N/A

OCCUPANTS = 0

COLLECTIONS
GROUP - S1

OCCUPANTS = 6

OFFICE
GROUP - B

OCCUPANTS = 3

ARCHAEOLOGY
STORAGE
GROUP - S1

OCCUPANTS = 2

Year

APPLICABLE CODES

Year

North: ______  South: ______  East: ______  West: ______

   Special Use and Occupancy (e.g. High Rise, Covered Mall):   __________________

d)    Unlimited Area Building:    Yes  ______   No  ______   Code Section:  ______

6,000 - Type VB, A3

1)    One Story:   ______

c)    Total Allowable Area for:

1_<
Allowable Area

Actual Area

b)    Sum of the Ratio Calculations for Mixed Occupancies:

1_<

2)    Two Story:   A  (2)___     ___

X

Element

Exterior Bearing Walls
Interior Bearing Walls
Exterior Non-Bearing Walls
Structural Frame
Partitions - Permanent
Fire Barriers

a

Official for Complex Buildings. Including, but not limited to:

g)    Fire Stopping, Including Tested Design Number.

f)    Exterior and Interior Accessibility Route.

e)    Fire Assembly Locator Sheet.

a)    High Rise Requirements.

b)    Atriums.

c)    Performance Based Criteria.

d)    Means or Egress Analysis.

2)    Additional Code Information shall be provided at the discretion of the Building

Code Accessibility Chapters, the more restrictive requirement shall govern.

through     - ADA Guidelines and specific reference to the International Building

1)    In case of conflict with the U.S. Department of Justice Federal Registers Parts

FOOTNOTES:

d)    Drinking Fountains:  ______       Service Sinks: ______

c)    Bath Tubs or Showers:  ______

b)    Lavatories  -  Required (m) ______ (f) ______    Provided (m) ______ (f) ______

a)    Water Closets - Required (m) ______ (f) ______  Provided (m) ______ (f) _____

M.      Minimum Number of Required Plumbing Facilities:

Exit Width Required:   ______            Exit Width Provided:   ______

Element Assembly
ListingListing

AssemblyHours

BAHTBABABA

B.      Seismic Design Category: ______

K.       Fire Resistance Rating Requirements for Building Elements (hours).

Area Modifications:J:

 ____________________________________________Tabular Area:I:

0

Actual AreaH:

Number of Stories:   ______   Building Height: ______G:

Required: ______     Provided: ______   Type of Sprinkler System: ____________

Sprinklers:F:

16,500

E.

          separation distance (in hours):

 Requirements for the Exterior Walls based on the fireFire Resistance RatingD.

C.      Type of Construction  (circle one):

   Change in Use: Yes ______ No ______  Mixed Occupancy: Yes ______  No ______

Guildelines

ADA Accessibility

Building Conservation

Uniform Code for

National Electrical Code

Conservation Code

International Energy

International Fire Code

International Plumbing Code

International Mechanical Code

International Building Code

12,200

X

X

49,500

2003

2003

2003

2003

2003

2003

1994

1

XX

16,500

0 0 0 0

a

a

0

100

a

0
0

a)

60

0
0
0

3

0
0

2

100

A   = 6,000 +                   +

0
0

0

1

0.25I  = 100f

F

P 30

WstA I

100
a t

100

fIA t
A   =  A  +                  +

I  = 100f 0.25
30

f

A3

E 90

L.      Design Occupant Load: ______

Design Wind Speed:  __ mph  Exposure __C

1

NFPA 13

CODE ANALYSIS
BUILDING 631

2005

B

I  = 75%

 per Floor (square feet): ___________________                             _______

6,000 * 200

1

2

GA FC 5406

UL-U497

400

624 in.

3)    Three Story:   A  (3)______

5

144 in.

4

A.      Occupancy and Group:  ________    ________    ________    ________     ________

6

Mixed Occupancies:   ______         Nonseparated Uses:   ______

S1

X

1

1 15'-0"

BASEMENT = 4,482 S.F.  MAIN=7,719 S.F.

6,000 * 75

A   = 16,500

Smoke Partitions

Hours

390

450

33,000

1

Fire Partitions

Floors - Ceiling Floors
Roofs - Ceiling Roofs
Exterior Doors and Windows
Shaft Enclosures
Fire Walls
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MAIN FLOOR OCCUPANCY LEVEL
1/8" =  1'-0"

Covered Porch

DN

ORDNANCE
GROUP - B

OCCUPANTS = 42

VAULT

EXHIBITS
GROUP - A3

OCCUPANTS = 105

UNEXCAVATED

UNEXCAVATED

COLLECTION SUPPORT
GROUP - S1

OCCUPANTS = 6

UNEXCAVATED
UNEXCAVATED

MECHANICAL
GROUP - N/A

OCCUPANTS = 0

ELECTRICAL
GROUP - N/A

OCCUPANTS = 0

SHIP / RECEIVE
GROUP - B

OCCUPANTS = 4

EXHIBITS
GROUP - A3

OCCUPANTS = 105

WORK SPACE
GROUP - B

OCCUPANTS = 4

OFFICE
GROUP - B

OCCUPANTS = 6

OFFICE
GROUP - B

OCCUPANTS = 3
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LOWER LEVEL DEMOLITION PLAN
1/8" =  1'-0"

UP

7

5

88'-0"

88'-0"

88'-0"88'-0"88'-0"

BLDG. 631

COLLECTIONS STORAGE
001

Unfinished Basement
003

STAIRS
008

NORTH

          DEMOLITION  NOTES

1. REMOVE & DISPOSE OF FIXTURES
2. EXISTING WALL TO BE REMOVED (SHOWN DASHED LINE &
HATCHED).
3. CUT OPENING IN FLOOR FOR MECHANICAL.
4. EXISTING DOOR & FRAME TO BE REMOVED (SHOWN DASHED
LINE)
5. REMOVE EXISTING WOOD FLOOR.
6. CUT OPENING FOR NEW DOOR IN EXISTING WALL.
7. EXISTING BOILER - REMOVE AFTER NEW MECHANICAL
SYSTEM IS OPERATIONAL

GENERAL NOTES
1.   AREAS OF WORK WILL BE FREE OF ALL STORED MATERIAL, CASES,

EQUIPMENT, ETC. IF ITEMS REMAIN, CONTACT OWNER FOR REMOVAL.

2.  ALL ITEMS ARE EXISTING TO REMAIN UNLESS NOTED OTHERWISE.

3.  ALL DEMOLISHED MATERIALS ARE TO BE LEGALLY DISPOSED OF OFF

SITE.

4.  ALL DRAWINGS AND STRUCTURAL DESIGNS ARE BASED ON ASSUMED

CONSTRUCTION CONDITIONS AS EVIDENT BY FIELD OBSERVATIONS.  IF

THE EXISTING CONDITIONS VARY FROM THE ASSUMED CONDITIONS

PRESENT IN THIS SET OF DOCUMENTS, THE CONTRACTOR IS TO CONTACT

THE ARCHITECT & STRUCTURAL ENGINEER BEFORE PROCEEDING WITH

WORK.

5.  CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL DEMOLITION WORK

WITH MECHANICAL AND ELECTRICAL TRADES.  REFERENCE MECHANICAL &

ELECTRICAL PLANS FOR ADDITIONAL DEMOLITION REQUIREMENTS.

6.  CONTRACTOR IS RESPONSIBLE FOR ALL SHORING & BRACING

REQUIRED TO SAFELY CARRY OUT THE WORK OF THIS CONTRACT.

7. WHERE ANY ITEM IS INDICATED TO BE REMOVED, WORK OF THIS

CONTRACT INCLUDES PATCH & REPAIR OF ALL FINISHES DAMAGED OR

OTHERWISE IMPACTED BY THIS WORK, WHETHER OR NOT SUCH REPAIR IS

SPECIFICALLY IDENTIFIED IN DRAWINGS. PATCH AND REPAIR INCLUDES,

BUT IS NOT LIMITED TO:

   A. REMOVE PAINT, CAULK, FASTENERS, & OTHER RESIDUE FROM FINISH

SURFACES EXPOSED BY DEMOLITION. FILL HOLES & VOIDS WITH

MATCHING MATERIALS AS APPROVED BY THE ARCHITECT.

   B. WHERE DEMOLITION WORK EXPOSES UNFINISHED SURFACES,

PROVIDE NEW FINISHES TO MATCH ADJACENT FINISH SURFACES AS

APPROVED BY ARCHITECT. NEW FINISHES ARE TO BE SUBSTANTIALLY

SIMILAR IN CHARACTER AND QUALITY WITH ADJACENT FINISHES.

8. DEMOLITION WORK OF THIS CONTRACT INCLUDES INCIDENTAL REMOVAL

AND/OR MODIFICATION OF MINOR FEATURES NOT SPECIFICALLY

INDICATED IN THE DRAWINGS, BUT REQUIRED IN ORDER TO

ACCOMMODATE THE FINISHED & FUNCTIONAL DESIGN.

9. ALL DIMENSIONS SHOWING EXISTING CONDITIONS ARE TO BE FIELD

VERIFIED BY CONTRACTOR.

10.  CONTRACTOR IS RESPONSIBLE FOR ALL HAZARDOUS MATERIALS

TESTING AND ABATEMENT.  COORDINATE ANY SUCH TEST OR ABATEMENT

WITH THE OWNER.

     (BID ALT.)  DEMOLITION  NOTES

1a. EXISTING WALL TO BE REMOVED (SHOWN DASHED LINE &
HATCHED).
2a. EXISTING DOOR & FRAME TO BE REMOVED (SHOWN DASHED
LINE)
3a. CUT OPENING IN FLOOR FOR NEW ADA LIFT.
4a. NOT USED
5a. MODIFY EXISTING FLOOR TO ACCOMMODATE REMOVABLE
HAR SHEATING & JOISTS TO PROVIDED OPENING FOR NEW
CRAINE-RAIL HOIST.
6a. SAW CUT NEW OPENING FOR DOOR
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     (BID ALT.)  DEMOLITION  NOTES

1a. EXISTING WALL TO BE REMOVED (SHOWN DASHED LINE &
HATCHED).
2a. EXISTING DOOR & FRAME TO BE REMOVED (SHOWN DASHED
LINE)
3a. CUT OPENING IN FLOOR FOR NEW ADA LIFT.
4a. NOT USED
5a. MODIFY EXISTING FLOOR TO ACCOMMODATE REMOVABLE
HAR SHEATING & JOISTS TO PROVIDED OPENING FOR NEW
CRAINE-RAIL HOIST.
6a. SAW CUT NEW OPENING FOR DOOR

GENERAL NOTES
1.   AREAS OF WORK WILL BE FREE OF ALL STORED MATERIAL, CASES,

EQUIPMENT, ETC. IF ITEMS REMAIN, CONTACT OWNER FOR REMOVAL.

2.  ALL ITEMS ARE EXISTING TO REMAIN UNLESS NOTED OTHERWISE.

3.  ALL DEMOLISHED MATERIALS ARE TO BE LEGALLY DISPOSED OF OFF

SITE.

4.  ALL DRAWINGS AND STRUCTURAL DESIGNS ARE BASED ON ASSUMED

CONSTRUCTION CONDITIONS AS EVIDENT BY FIELD OBSERVATIONS.  IF

THE EXISTING CONDITIONS VARY FROM THE ASSUMED CONDITIONS

PRESENT IN THIS SET OF DOCUMENTS, THE CONTRACTOR IS TO CONTACT

THE ARCHITECT & STRUCTURAL ENGINEER BEFORE PROCEEDING WITH

WORK.

5.  CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL DEMOLITION WORK

WITH MECHANICAL AND ELECTRICAL TRADES.  REFERENCE MECHANICAL &

ELECTRICAL PLANS FOR ADDITIONAL DEMOLITION REQUIREMENTS.

6.  CONTRACTOR IS RESPONSIBLE FOR ALL SHORING & BRACING

REQUIRED TO SAFELY CARRY OUT THE WORK OF THIS CONTRACT.

7. WHERE ANY ITEM IS INDICATED TO BE REMOVED, WORK OF THIS

CONTRACT INCLUDES PATCH & REPAIR OF ALL FINISHES DAMAGED OR

OTHERWISE IMPACTED BY THIS WORK, WHETHER OR NOT SUCH REPAIR IS

SPECIFICALLY IDENTIFIED IN DRAWINGS. PATCH AND REPAIR INCLUDES,

BUT IS NOT LIMITED TO:

   A. REMOVE PAINT, CAULK, FASTENERS, & OTHER RESIDUE FROM FINISH

SURFACES EXPOSED BY DEMOLITION. FILL HOLES & VOIDS WITH

MATCHING MATERIALS AS APPROVED BY THE ARCHITECT.

   B. WHERE DEMOLITION WORK EXPOSES UNFINISHED SURFACES,

PROVIDE NEW FINISHES TO MATCH ADJACENT FINISH SURFACES AS

APPROVED BY ARCHITECT. NEW FINISHES ARE TO BE SUBSTANTIALLY

SIMILAR IN CHARACTER AND QUALITY WITH ADJACENT FINISHES.

8. DEMOLITION WORK OF THIS CONTRACT INCLUDES INCIDENTAL REMOVAL

AND/OR MODIFICATION OF MINOR FEATURES NOT SPECIFICALLY

INDICATED IN THE DRAWINGS, BUT REQUIRED IN ORDER TO

ACCOMMODATE THE FINISHED & FUNCTIONAL DESIGN.

9. ALL DIMENSIONS SHOWING EXISTING CONDITIONS ARE TO BE FIELD

VERIFIED BY CONTRACTOR.

10.  CONTRACTOR IS RESPONSIBLE FOR ALL HAZARDOUS MATERIALS

TESTING AND ABATEMENT.  COORDINATE ANY SUCH TEST OR ABATEMENT

WITH THE OWNER.

          DEMOLITION  NOTES

1. REMOVE & DISPOSE OF FIXTURES
2. EXISTING WALL TO BE REMOVED (SHOWN DASHED LINE &
HATCHED).
3. CUT OPENING IN FLOOR FOR MECHANICAL.
4. EXISTING DOOR & FRAME TO BE REMOVED (SHOWN DASHED
LINE)
5. REMOVE EXISTING WOOD FLOOR.
6. CUT OPENING FOR NEW DOOR IN EXISTING WALL.
7. EXISTING BOILER - REMOVE AFTER NEW MECHANICAL
SYSTEM IS OPERATIONAL
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                DEMO RCP  NOTES            DEMO RCP LEGEND

= REMOVE LAY-IN TILE CEILING. PATCH &
REPAIR EXISTING CEILING

1. EXISTING CEILING - REPAIR & REPAINT. SEE
FINISH SCHEDULE
2. FIX & REPAIR EXISTING LAY-IN CEILING.

= REMOVE CEILING & REPLACE WITH
NEW GYPSUM BOARD

GENERAL NOTES
1.   AREAS OF WORK WILL BE FREE OF ALL STORED MATERIAL, CASES,

EQUIPMENT, ETC. IF ITEMS REMAIN, CONTACT OWNER FOR REMOVAL.

2.  ALL ITEMS ARE EXISTING TO REMAIN UNLESS NOTED OTHERWISE.

3.  ALL DEMOLISHED MATERIALS ARE TO BE LEGALLY DISPOSED OF OFF

SITE.

4.  ALL DRAWINGS AND STRUCTURAL DESIGNS ARE BASED ON ASSUMED

CONSTRUCTION CONDITIONS AS EVIDENT BY FIELD OBSERVATIONS.  IF

THE EXISTING CONDITIONS VARY FROM THE ASSUMED CONDITIONS

PRESENT IN THIS SET OF DOCUMENTS, THE CONTRACTOR IS TO CONTACT

THE ARCHITECT & STRUCTURAL ENGINEER BEFORE PROCEEDING WITH

WORK.

5.  CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL DEMOLITION WORK

WITH MECHANICAL AND ELECTRICAL TRADES.  REFERENCE MECHANICAL &

ELECTRICAL PLANS FOR ADDITIONAL DEMOLITION REQUIREMENTS.

6.  CONTRACTOR IS RESPONSIBLE FOR ALL SHORING & BRACING

REQUIRED TO SAFELY CARRY OUT THE WORK OF THIS CONTRACT.

7. WHERE ANY ITEM IS INDICATED TO BE REMOVED, WORK OF THIS

CONTRACT INCLUDES PATCH & REPAIR OF ALL FINISHES DAMAGED OR

OTHERWISE IMPACTED BY THIS WORK, WHETHER OR NOT SUCH REPAIR IS

SPECIFICALLY IDENTIFIED IN DRAWINGS. PATCH AND REPAIR INCLUDES,

BUT IS NOT LIMITED TO:

   A. REMOVE PAINT, CAULK, FASTENERS, & OTHER RESIDUE FROM FINISH

SURFACES EXPOSED BY DEMOLITION. FILL HOLES & VOIDS WITH

MATCHING MATERIALS AS APPROVED BY THE ARCHITECT.

   B. WHERE DEMOLITION WORK EXPOSES UNFINISHED SURFACES,

PROVIDE NEW FINISHES TO MATCH ADJACENT FINISH SURFACES AS

APPROVED BY ARCHITECT. NEW FINISHES ARE TO BE SUBSTANTIALLY

SIMILAR IN CHARACTER AND QUALITY WITH ADJACENT FINISHES.

8. DEMOLITION WORK OF THIS CONTRACT INCLUDES INCIDENTAL REMOVAL

AND/OR MODIFICATION OF MINOR FEATURES NOT SPECIFICALLY

INDICATED IN THE DRAWINGS, BUT REQUIRED IN ORDER TO

ACCOMMODATE THE FINISHED & FUNCTIONAL DESIGN.

9. ALL DIMENSIONS SHOWING EXISTING CONDITIONS ARE TO BE FIELD

VERIFIED BY CONTRACTOR.

10.  CONTRACTOR IS RESPONSIBLE FOR ALL HAZARDOUS MATERIALS

TESTING AND ABATEMENT.  COORDINATE ANY SUCH TEST OR ABATEMENT

WITH THE OWNER.

NORTH
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          DEMOLITION  NOTES

1. REMOVE & DISPOSE OF FIXTURES
2. EXISTING WALL TO BE REMOVED (SHOWN DASHED LINE &
HATCHED).
3. CUT OPENING IN FLOOR FOR MECHANICAL.
4. EXISTING DOOR & FRAME TO BE REMOVED (SHOWN DASHED
LINE)
5. REMOVE EXISTING WOOD FLOOR.
6. CUT OPENING FOR NEW DOOR IN EXISTING WALL.
7. EXISTING BOILER - REMOVE AFTER NEW MECHANICAL
SYSTEM IS OPERATIONAL

GENERAL NOTES
1.   AREAS OF WORK WILL BE FREE OF ALL STORED MATERIAL, CASES,

EQUIPMENT, ETC. IF ITEMS REMAIN, CONTACT OWNER FOR REMOVAL.

2.  ALL ITEMS ARE EXISTING TO REMAIN UNLESS NOTED OTHERWISE.

3.  ALL DEMOLISHED MATERIALS ARE TO BE LEGALLY DISPOSED OF OFF

SITE.

4.  ALL DRAWINGS AND STRUCTURAL DESIGNS ARE BASED ON ASSUMED

CONSTRUCTION CONDITIONS AS EVIDENT BY FIELD OBSERVATIONS.  IF

THE EXISTING CONDITIONS VARY FROM THE ASSUMED CONDITIONS

PRESENT IN THIS SET OF DOCUMENTS, THE CONTRACTOR IS TO CONTACT

THE ARCHITECT & STRUCTURAL ENGINEER BEFORE PROCEEDING WITH

WORK.

5.  CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL DEMOLITION WORK

WITH MECHANICAL AND ELECTRICAL TRADES.  REFERENCE MECHANICAL &

ELECTRICAL PLANS FOR ADDITIONAL DEMOLITION REQUIREMENTS.

6.  CONTRACTOR IS RESPONSIBLE FOR ALL SHORING & BRACING

REQUIRED TO SAFELY CARRY OUT THE WORK OF THIS CONTRACT.

7. WHERE ANY ITEM IS INDICATED TO BE REMOVED, WORK OF THIS

CONTRACT INCLUDES PATCH & REPAIR OF ALL FINISHES DAMAGED OR

OTHERWISE IMPACTED BY THIS WORK, WHETHER OR NOT SUCH REPAIR IS

SPECIFICALLY IDENTIFIED IN DRAWINGS. PATCH AND REPAIR INCLUDES,

BUT IS NOT LIMITED TO:

   A. REMOVE PAINT, CAULK, FASTENERS, & OTHER RESIDUE FROM FINISH

SURFACES EXPOSED BY DEMOLITION. FILL HOLES & VOIDS WITH

MATCHING MATERIALS AS APPROVED BY THE ARCHITECT.

   B. WHERE DEMOLITION WORK EXPOSES UNFINISHED SURFACES,

PROVIDE NEW FINISHES TO MATCH ADJACENT FINISH SURFACES AS

APPROVED BY ARCHITECT. NEW FINISHES ARE TO BE SUBSTANTIALLY

SIMILAR IN CHARACTER AND QUALITY WITH ADJACENT FINISHES.

8. DEMOLITION WORK OF THIS CONTRACT INCLUDES INCIDENTAL REMOVAL

AND/OR MODIFICATION OF MINOR FEATURES NOT SPECIFICALLY

INDICATED IN THE DRAWINGS, BUT REQUIRED IN ORDER TO

ACCOMMODATE THE FINISHED & FUNCTIONAL DESIGN.

9. ALL DIMENSIONS SHOWING EXISTING CONDITIONS ARE TO BE FIELD

VERIFIED BY CONTRACTOR.

10.  CONTRACTOR IS RESPONSIBLE FOR ALL HAZARDOUS MATERIALS

TESTING AND ABATEMENT.  COORDINATE ANY SUCH TEST OR ABATEMENT

WITH THE OWNER.
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      ROOF DEMOLITION  NOTES

1. REMOVE EVAPORATOR COOLER, CONTROLS & WATER
SUPPLY, CAP ROOF CURB.
2. RELEF FAN TO BE REMOVED, CAP ROOF CURB.
3. FLUES TO REMAIN.
4. PLUMBING VENT TO REMAIN.
5. EXHAUST FAN TO REMAIN.

GENERAL NOTES
1.   AREAS OF WORK WILL BE FREE OF ALL STORED MATERIAL, CASES,

EQUIPMENT, ETC. IF ITEMS REMAIN, CONTACT OWNER FOR REMOVAL.

2.  ALL ITEMS ARE EXISTING TO REMAIN UNLESS NOTED OTHERWISE.

3.  ALL DEMOLISHED MATERIALS ARE TO BE LEGALLY DISPOSED OF OFF

SITE.

4.  ALL DRAWINGS AND STRUCTURAL DESIGNS ARE BASED ON ASSUMED

CONSTRUCTION CONDITIONS AS EVIDENT BY FIELD OBSERVATIONS.  IF

THE EXISTING CONDITIONS VARY FROM THE ASSUMED CONDITIONS

PRESENT IN THIS SET OF DOCUMENTS, THE CONTRACTOR IS TO CONTACT

THE ARCHITECT & STRUCTURAL ENGINEER BEFORE PROCEEDING WITH

WORK.

5.  CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL DEMOLITION WORK

WITH MECHANICAL AND ELECTRICAL TRADES.  REFERENCE MECHANICAL &

ELECTRICAL PLANS FOR ADDITIONAL DEMOLITION REQUIREMENTS.

6.  CONTRACTOR IS RESPONSIBLE FOR ALL SHORING & BRACING

REQUIRED TO SAFELY CARRY OUT THE WORK OF THIS CONTRACT.

7. WHERE ANY ITEM IS INDICATED TO BE REMOVED, WORK OF THIS

CONTRACT INCLUDES PATCH & REPAIR OF ALL FINISHES DAMAGED OR

OTHERWISE IMPACTED BY THIS WORK, WHETHER OR NOT SUCH REPAIR IS

SPECIFICALLY IDENTIFIED IN DRAWINGS. PATCH AND REPAIR INCLUDES,

BUT IS NOT LIMITED TO:

   A. REMOVE PAINT, CAULK, FASTENERS, & OTHER RESIDUE FROM FINISH

SURFACES EXPOSED BY DEMOLITION. FILL HOLES & VOIDS WITH

MATCHING MATERIALS AS APPROVED BY THE ARCHITECT.

   B. WHERE DEMOLITION WORK EXPOSES UNFINISHED SURFACES,

PROVIDE NEW FINISHES TO MATCH ADJACENT FINISH SURFACES AS

APPROVED BY ARCHITECT. NEW FINISHES ARE TO BE SUBSTANTIALLY

SIMILAR IN CHARACTER AND QUALITY WITH ADJACENT FINISHES.

8. DEMOLITION WORK OF THIS CONTRACT INCLUDES INCIDENTAL REMOVAL

AND/OR MODIFICATION OF MINOR FEATURES NOT SPECIFICALLY

INDICATED IN THE DRAWINGS, BUT REQUIRED IN ORDER TO

ACCOMMODATE THE FINISHED & FUNCTIONAL DESIGN.

9. ALL DIMENSIONS SHOWING EXISTING CONDITIONS ARE TO BE FIELD

VERIFIED BY CONTRACTOR.

10.  CONTRACTOR IS RESPONSIBLE FOR ALL HAZARDOUS MATERIALS

TESTING AND ABATEMENT.  COORDINATE ANY SUCH TEST OR ABATEMENT

WITH THE OWNER.

NORTH
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GENERAL NOTES
1.   AREAS OF WORK WILL BE FREE OF ALL STORED MATERIAL, CASES,

EQUIPMENT, ETC. IF ITEMS REMAIN, CONTACT OWNER FOR REMOVAL.

2.  ALL ITEMS ARE EXISTING TO REMAIN UNLESS NOTED OTHERWISE.

3.  ALL DEMOLISHED MATERIALS ARE TO BE LEGALLY DISPOSED OF OFF

SITE.

4.  ALL DRAWINGS AND STRUCTURAL DESIGNS ARE BASED ON ASSUMED

CONSTRUCTION CONDITIONS AS EVIDENT BY FIELD OBSERVATIONS.  IF

THE EXISTING CONDITIONS VARY FROM THE ASSUMED CONDITIONS

PRESENT IN THIS SET OF DOCUMENTS, THE CONTRACTOR IS TO CONTACT

THE ARCHITECT & STRUCTURAL ENGINEER BEFORE PROCEEDING WITH

WORK.

5.  CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL DEMOLITION WORK

WITH MECHANICAL AND ELECTRICAL TRADES.  REFERENCE MECHANICAL &

ELECTRICAL PLANS FOR ADDITIONAL DEMOLITION REQUIREMENTS.

6.  CONTRACTOR IS RESPONSIBLE FOR ALL SHORING & BRACING

REQUIRED TO SAFELY CARRY OUT THE WORK OF THIS CONTRACT.

7. WHERE ANY ITEM IS INDICATED TO BE REMOVED, WORK OF THIS

CONTRACT INCLUDES PATCH & REPAIR OF ALL FINISHES DAMAGED OR

OTHERWISE IMPACTED BY THIS WORK, WHETHER OR NOT SUCH REPAIR IS

SPECIFICALLY IDENTIFIED IN DRAWINGS. PATCH AND REPAIR INCLUDES,

BUT IS NOT LIMITED TO:

   A. REMOVE PAINT, CAULK, FASTENERS, & OTHER RESIDUE FROM FINISH

SURFACES EXPOSED BY DEMOLITION. FILL HOLES & VOIDS WITH

MATCHING MATERIALS AS APPROVED BY THE ARCHITECT.

   B. WHERE DEMOLITION WORK EXPOSES UNFINISHED SURFACES,

PROVIDE NEW FINISHES TO MATCH ADJACENT FINISH SURFACES AS

APPROVED BY ARCHITECT. NEW FINISHES ARE TO BE SUBSTANTIALLY

SIMILAR IN CHARACTER AND QUALITY WITH ADJACENT FINISHES.

8. DEMOLITION WORK OF THIS CONTRACT INCLUDES INCIDENTAL REMOVAL

AND/OR MODIFICATION OF MINOR FEATURES NOT SPECIFICALLY

INDICATED IN THE DRAWINGS, BUT REQUIRED IN ORDER TO

ACCOMMODATE THE FINISHED & FUNCTIONAL DESIGN.

9. ALL DIMENSIONS SHOWING EXISTING CONDITIONS ARE TO BE FIELD

VERIFIED BY CONTRACTOR.

10.  CONTRACTOR IS RESPONSIBLE FOR ALL HAZARDOUS MATERIALS

TESTING AND ABATEMENT.  COORDINATE ANY SUCH TEST OR ABATEMENT

WITH THE OWNER.

             REFERENCE  NOTES

1. NEW WALL
2. NEW SHAFT
3. INFILLED WALL
4. NEW HANDRAIL
5. NEW LOW EWC
6. NEW 6" CONCRETE PAD FOR MECHANICAL UNITS.

   (BID ALT.)  REFERENCE  NOTES

1a. NEW WALL
2a. NEW DISPLAY / FURNITURE BY OWNERS
3a. NEW ALUMN. DOOR SYSTEM (SEE DOOR SCHEDULE)
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   (BID ALT.)  REFERENCE  NOTES

1a. NEW WALL
2a. NEW DISPLAY / FURNITURE BY OWNERS
3a. NEW ALUMN. DOOR SYSTEM (SEE DOOR SCHEDULE)

             REFERENCE  NOTES

1. NEW WALL
2. NEW SHAFT
3. INFILLED WALL
4. NEW HANDRAIL
5. NEW LOW EWC
6. NEW 6" CONCRETE PAD FOR MECHANICAL UNITS.

GENERAL NOTES
1.   AREAS OF WORK WILL BE FREE OF ALL STORED MATERIAL, CASES,

EQUIPMENT, ETC. IF ITEMS REMAIN, CONTACT OWNER FOR REMOVAL.

2.  ALL ITEMS ARE EXISTING TO REMAIN UNLESS NOTED OTHERWISE.

3.  ALL DEMOLISHED MATERIALS ARE TO BE LEGALLY DISPOSED OF OFF

SITE.

4.  ALL DRAWINGS AND STRUCTURAL DESIGNS ARE BASED ON ASSUMED

CONSTRUCTION CONDITIONS AS EVIDENT BY FIELD OBSERVATIONS.  IF

THE EXISTING CONDITIONS VARY FROM THE ASSUMED CONDITIONS

PRESENT IN THIS SET OF DOCUMENTS, THE CONTRACTOR IS TO CONTACT

THE ARCHITECT & STRUCTURAL ENGINEER BEFORE PROCEEDING WITH

WORK.

5.  CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL DEMOLITION WORK

WITH MECHANICAL AND ELECTRICAL TRADES.  REFERENCE MECHANICAL &

ELECTRICAL PLANS FOR ADDITIONAL DEMOLITION REQUIREMENTS.

6.  CONTRACTOR IS RESPONSIBLE FOR ALL SHORING & BRACING

REQUIRED TO SAFELY CARRY OUT THE WORK OF THIS CONTRACT.

7. WHERE ANY ITEM IS INDICATED TO BE REMOVED, WORK OF THIS

CONTRACT INCLUDES PATCH & REPAIR OF ALL FINISHES DAMAGED OR

OTHERWISE IMPACTED BY THIS WORK, WHETHER OR NOT SUCH REPAIR IS

SPECIFICALLY IDENTIFIED IN DRAWINGS. PATCH AND REPAIR INCLUDES,

BUT IS NOT LIMITED TO:

   A. REMOVE PAINT, CAULK, FASTENERS, & OTHER RESIDUE FROM FINISH

SURFACES EXPOSED BY DEMOLITION. FILL HOLES & VOIDS WITH

MATCHING MATERIALS AS APPROVED BY THE ARCHITECT.

   B. WHERE DEMOLITION WORK EXPOSES UNFINISHED SURFACES,

PROVIDE NEW FINISHES TO MATCH ADJACENT FINISH SURFACES AS

APPROVED BY ARCHITECT. NEW FINISHES ARE TO BE SUBSTANTIALLY

SIMILAR IN CHARACTER AND QUALITY WITH ADJACENT FINISHES.

8. DEMOLITION WORK OF THIS CONTRACT INCLUDES INCIDENTAL REMOVAL

AND/OR MODIFICATION OF MINOR FEATURES NOT SPECIFICALLY

INDICATED IN THE DRAWINGS, BUT REQUIRED IN ORDER TO

ACCOMMODATE THE FINISHED & FUNCTIONAL DESIGN.

9. ALL DIMENSIONS SHOWING EXISTING CONDITIONS ARE TO BE FIELD

VERIFIED BY CONTRACTOR.

10.  CONTRACTOR IS RESPONSIBLE FOR ALL HAZARDOUS MATERIALS

TESTING AND ABATEMENT.  COORDINATE ANY SUCH TEST OR ABATEMENT

WITH THE OWNER.
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GENERAL NOTES
1.   AREAS OF WORK WILL BE FREE OF ALL STORED MATERIAL, CASES,

EQUIPMENT, ETC. IF ITEMS REMAIN, CONTACT OWNER FOR REMOVAL.

2.  ALL ITEMS ARE EXISTING TO REMAIN UNLESS NOTED OTHERWISE.

3.  ALL DEMOLISHED MATERIALS ARE TO BE LEGALLY DISPOSED OF OFF

SITE.

4.  ALL DRAWINGS AND STRUCTURAL DESIGNS ARE BASED ON ASSUMED

CONSTRUCTION CONDITIONS AS EVIDENT BY FIELD OBSERVATIONS.  IF

THE EXISTING CONDITIONS VARY FROM THE ASSUMED CONDITIONS

PRESENT IN THIS SET OF DOCUMENTS, THE CONTRACTOR IS TO CONTACT

THE ARCHITECT & STRUCTURAL ENGINEER BEFORE PROCEEDING WITH

WORK.

5.  CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL DEMOLITION WORK

WITH MECHANICAL AND ELECTRICAL TRADES.  REFERENCE MECHANICAL &

ELECTRICAL PLANS FOR ADDITIONAL DEMOLITION REQUIREMENTS.

6.  CONTRACTOR IS RESPONSIBLE FOR ALL SHORING & BRACING

REQUIRED TO SAFELY CARRY OUT THE WORK OF THIS CONTRACT.

7. WHERE ANY ITEM IS INDICATED TO BE REMOVED, WORK OF THIS

CONTRACT INCLUDES PATCH & REPAIR OF ALL FINISHES DAMAGED OR

OTHERWISE IMPACTED BY THIS WORK, WHETHER OR NOT SUCH REPAIR IS

SPECIFICALLY IDENTIFIED IN DRAWINGS. PATCH AND REPAIR INCLUDES,

BUT IS NOT LIMITED TO:

   A. REMOVE PAINT, CAULK, FASTENERS, & OTHER RESIDUE FROM FINISH

SURFACES EXPOSED BY DEMOLITION. FILL HOLES & VOIDS WITH

MATCHING MATERIALS AS APPROVED BY THE ARCHITECT.

   B. WHERE DEMOLITION WORK EXPOSES UNFINISHED SURFACES,

PROVIDE NEW FINISHES TO MATCH ADJACENT FINISH SURFACES AS

APPROVED BY ARCHITECT. NEW FINISHES ARE TO BE SUBSTANTIALLY

SIMILAR IN CHARACTER AND QUALITY WITH ADJACENT FINISHES.

8. DEMOLITION WORK OF THIS CONTRACT INCLUDES INCIDENTAL REMOVAL

AND/OR MODIFICATION OF MINOR FEATURES NOT SPECIFICALLY

INDICATED IN THE DRAWINGS, BUT REQUIRED IN ORDER TO

ACCOMMODATE THE FINISHED & FUNCTIONAL DESIGN.

9. ALL DIMENSIONS SHOWING EXISTING CONDITIONS ARE TO BE FIELD

VERIFIED BY CONTRACTOR.

10.  CONTRACTOR IS RESPONSIBLE FOR ALL HAZARDOUS MATERIALS

TESTING AND ABATEMENT.  COORDINATE ANY SUCH TEST OR ABATEMENT

WITH THE OWNER.
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GENERAL NOTES
1.   AREAS OF WORK WILL BE FREE OF ALL STORED MATERIAL, CASES,

EQUIPMENT, ETC. IF ITEMS REMAIN, CONTACT OWNER FOR REMOVAL.

2.  ALL ITEMS ARE EXISTING TO REMAIN UNLESS NOTED OTHERWISE.

3.  ALL DEMOLISHED MATERIALS ARE TO BE LEGALLY DISPOSED OF OFF

SITE.

4.  ALL DRAWINGS AND STRUCTURAL DESIGNS ARE BASED ON ASSUMED

CONSTRUCTION CONDITIONS AS EVIDENT BY FIELD OBSERVATIONS.  IF

THE EXISTING CONDITIONS VARY FROM THE ASSUMED CONDITIONS

PRESENT IN THIS SET OF DOCUMENTS, THE CONTRACTOR IS TO CONTACT

THE ARCHITECT & STRUCTURAL ENGINEER BEFORE PROCEEDING WITH

WORK.

5.  CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL DEMOLITION WORK

WITH MECHANICAL AND ELECTRICAL TRADES.  REFERENCE MECHANICAL &

ELECTRICAL PLANS FOR ADDITIONAL DEMOLITION REQUIREMENTS.

6.  CONTRACTOR IS RESPONSIBLE FOR ALL SHORING & BRACING

REQUIRED TO SAFELY CARRY OUT THE WORK OF THIS CONTRACT.

7. WHERE ANY ITEM IS INDICATED TO BE REMOVED, WORK OF THIS

CONTRACT INCLUDES PATCH & REPAIR OF ALL FINISHES DAMAGED OR

OTHERWISE IMPACTED BY THIS WORK, WHETHER OR NOT SUCH REPAIR IS

SPECIFICALLY IDENTIFIED IN DRAWINGS. PATCH AND REPAIR INCLUDES,

BUT IS NOT LIMITED TO:

   A. REMOVE PAINT, CAULK, FASTENERS, & OTHER RESIDUE FROM FINISH

SURFACES EXPOSED BY DEMOLITION. FILL HOLES & VOIDS WITH

MATCHING MATERIALS AS APPROVED BY THE ARCHITECT.

   B. WHERE DEMOLITION WORK EXPOSES UNFINISHED SURFACES,

PROVIDE NEW FINISHES TO MATCH ADJACENT FINISH SURFACES AS

APPROVED BY ARCHITECT. NEW FINISHES ARE TO BE SUBSTANTIALLY

SIMILAR IN CHARACTER AND QUALITY WITH ADJACENT FINISHES.

8. DEMOLITION WORK OF THIS CONTRACT INCLUDES INCIDENTAL REMOVAL

AND/OR MODIFICATION OF MINOR FEATURES NOT SPECIFICALLY

INDICATED IN THE DRAWINGS, BUT REQUIRED IN ORDER TO

ACCOMMODATE THE FINISHED & FUNCTIONAL DESIGN.

9. ALL DIMENSIONS SHOWING EXISTING CONDITIONS ARE TO BE FIELD

VERIFIED BY CONTRACTOR.

10.  CONTRACTOR IS RESPONSIBLE FOR ALL HAZARDOUS MATERIALS

TESTING AND ABATEMENT.  COORDINATE ANY SUCH TEST OR ABATEMENT

WITH THE OWNER.

                 REFERENCE  NOTES                  RCP LEGEND

= NEW SUSPEND GYPSUM BOARD

= (2)  LAYERS OF 5/8" GYPSUM BOARD

= 2' X 2' LAYIN CEILING TILE

1. EXISTING CEILING - REPAIR & REPAINT. SEE
FINISH SCHEDULE

2. EXISTING TRUSS (PAINTED).

3.  EXISTING SUSPEND CEILING - REPAIR AS
NECESSARY

4. NEW CEILING (5/8" GYPSUM BOARD)

NOTE: SEE A3/AE401 FOR SUSPENDED
CEILING DETAIL
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LOWER LEVEL REFLECTED CEILING PLAN
1/8" =  1'-0"
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GENERAL NOTES
1.   AREAS OF WORK WILL BE FREE OF ALL STORED MATERIAL, CASES,

EQUIPMENT, ETC. IF ITEMS REMAIN, CONTACT OWNER FOR REMOVAL.

2.  ALL ITEMS ARE EXISTING TO REMAIN UNLESS NOTED OTHERWISE.

3.  ALL DEMOLISHED MATERIALS ARE TO BE LEGALLY DISPOSED OF OFF

SITE.

4.  ALL DRAWINGS AND STRUCTURAL DESIGNS ARE BASED ON ASSUMED

CONSTRUCTION CONDITIONS AS EVIDENT BY FIELD OBSERVATIONS.  IF

THE EXISTING CONDITIONS VARY FROM THE ASSUMED CONDITIONS

PRESENT IN THIS SET OF DOCUMENTS, THE CONTRACTOR IS TO CONTACT

THE ARCHITECT & STRUCTURAL ENGINEER BEFORE PROCEEDING WITH

WORK.

5.  CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL DEMOLITION WORK

WITH MECHANICAL AND ELECTRICAL TRADES.  REFERENCE MECHANICAL &

ELECTRICAL PLANS FOR ADDITIONAL DEMOLITION REQUIREMENTS.

6.  CONTRACTOR IS RESPONSIBLE FOR ALL SHORING & BRACING

REQUIRED TO SAFELY CARRY OUT THE WORK OF THIS CONTRACT.

7. WHERE ANY ITEM IS INDICATED TO BE REMOVED, WORK OF THIS

CONTRACT INCLUDES PATCH & REPAIR OF ALL FINISHES DAMAGED OR

OTHERWISE IMPACTED BY THIS WORK, WHETHER OR NOT SUCH REPAIR IS

SPECIFICALLY IDENTIFIED IN DRAWINGS. PATCH AND REPAIR INCLUDES,

BUT IS NOT LIMITED TO:

   A. REMOVE PAINT, CAULK, FASTENERS, & OTHER RESIDUE FROM FINISH

SURFACES EXPOSED BY DEMOLITION. FILL HOLES & VOIDS WITH

MATCHING MATERIALS AS APPROVED BY THE ARCHITECT.

   B. WHERE DEMOLITION WORK EXPOSES UNFINISHED SURFACES,

PROVIDE NEW FINISHES TO MATCH ADJACENT FINISH SURFACES AS

APPROVED BY ARCHITECT. NEW FINISHES ARE TO BE SUBSTANTIALLY

SIMILAR IN CHARACTER AND QUALITY WITH ADJACENT FINISHES.

8. DEMOLITION WORK OF THIS CONTRACT INCLUDES INCIDENTAL REMOVAL

AND/OR MODIFICATION OF MINOR FEATURES NOT SPECIFICALLY

INDICATED IN THE DRAWINGS, BUT REQUIRED IN ORDER TO

ACCOMMODATE THE FINISHED & FUNCTIONAL DESIGN.

9. ALL DIMENSIONS SHOWING EXISTING CONDITIONS ARE TO BE FIELD

VERIFIED BY CONTRACTOR.

10.  CONTRACTOR IS RESPONSIBLE FOR ALL HAZARDOUS MATERIALS

TESTING AND ABATEMENT.  COORDINATE ANY SUCH TEST OR ABATEMENT

WITH THE OWNER.

                 REFERENCE  NOTES                  RCP LEGEND

= NEW SUSPEND GYPSUM BOARD

= (2)  LAYERS OF 5/8" GYPSUM BOARD

= 2' X 2' LAYIN CEILING TILE

1. EXISTING CEILING - REPAIR & REPAINT. SEE
FINISH SCHEDULE

2. EXISTING TRUSS (PAINTED).

3.  EXISTING SUSPEND CEILING - REPAIR AS
NECESSARY

4. NEW CEILING (5/8" GYPSUM BOARD)

NOTE: SEE A3/AE401 FOR SUSPENDED
CEILING DETAIL
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1

7

6

11

A1
WALL TYPE 'A'
1 1/2"=  1'-0"

FACE: LAYER 5/8" TYPE X GYP BD. APPLIED PARALLEL OR AT RIGHT
ANGLES TO ONE SIDE WITH 1 /5/8" TYPE S DRYWALL SCREW 12" O.C.

(1) LAYER 5/8" GYPSUM WALLBOARD, APPLIED OR AT RIGHT ANGLES
TO EACH SIDE OF 25 GA. 3 5/8" STEEL STUDS 16" O.C. W/ 1" TYPE
"S" DRYWALL SCREWS 8" O.C. AT VERTICAL JOINTS AND 12" O.C. AT
AT WALL PERIMETER AND INTERMEDIATE STUDS.

NON-BEARING INTERIOR WALL
FIRE RATING: (1-HR)
FIRE TEST: GA FILE WP 1072

STC: 45
SOUND TEST: N/A
HEIGHT: STRUCTURE

4 7/8"

INSULATION IN OFFICE 002

A2
WALL TYPE 'B'
1 1/2"=  1'-0"

INTERIOR MECHANICAL SHAFT WALL
FIRE RATING: 2 HR
FIRE TEST: UL-U497

SOUND RATING: STC-47
SOUND TEST: NGC2615
HEIGHT:

 METAL "I" STUD, 16" O.C

2 1/2" METAL STUD, 16" O.C

1" GYP. BD. SHAFT LINER

 2 LAYERS OF 1/2"GYPSUM WALLBOARD,

BASE LAYER HORIZONTAL,FACE LAYER VERTICAL.
FIRE TESTED BOTH SIDES.

1 1/2"(38.1MM) MINERAL WOOL OR GLASS FIBER IN
CAVITY.

 SHAFT SIDELOBBY
SIDE

A3
WALL TYPE 'C'
1 1/2"=  1'-0"

NON-BEARING INTERIOR WALL
FIRE RATING: (1-HR)
FIRE TEST: GA FILE WP 1072

3 1/2" GLASS FIBER INSULATION.

STC: 45 - 49 STC
SOUND TEST: ESTIMATED
HEIGHT: STRUCTURE

FACE: LAYER 5/8" TYPE X GYP BD. MOISTURE RESISTANT
APPLIED PARALLEL OR AT RIGHT ANGLES TO ONE SIDE WITH 1 /5/8"
TYPE S DRYWALL SCREW 12" O.C.

3 1/2" GLASS FIBER INSULATION.

ONE LAYER 5/8" TYPE X GYPSUM WALLBOARD, APPLIED OR AT RIGHT
ANGLES TO EACH SIDE OF 25 GA. 3 5/8" STEEL STUDS 16" O.C. WITH
1" TYPE "S" DRYWALL SCREWS 8" O.C. AT VERTICAL JOINTS AND 12"
O.C. AT AT WALL PERIMETER AND INTERMEDIATE STUDS.

CERAMIC TILE - SEE SPECIFICATIONS

RESTROOM SIDE

4 7/8"

FACE: LAYER 5/8" CEMENTITIOUS BACKER BOARD APPLIED PARALLEL OR
AT RIGHT ANGLES TO ONE SIDE WITH 1 /5/8" TYPE S DRYWALL SCREW
12" O.C.

B1
CEILING SUSPENSION SYSTEM
1'    =  1'-0"

4'-0" O.C. (TYP.)
RUNNER CHANNEL AT

4'-0" TYP.

BROUNDARY
LESS FROM WALL
BRACING 4'-0" OR
FIRST LINE OF

O.C. (TYP.)
CHANNEL AT 16"
METAL FURRING

12
'-0

" T
YP

.

12'-0" TYP.

PROVIDE THE FOLLOWING AT
NEW SUSPENDED CEILINGS:

1. HEAVY-DUTY T BAR GRID SYSTEM.
2. THE WIDTH OF THE PERIMETER SUPPORTING
CLOSURE ANGLE SHALL BE NOT LESS THAN 2".
IN EACH ORTHOGONAL HORIZONTAL DIRECTION,
ONE END OF THE CEILING GRID SHALL BE
ATTACHED TO THE CLOSURE ANGLE.  THE
OTHER END IN EACH HORIZONTAL DIRECTION
SHALL HAVE A 3/4" CLEARANCE FROM THE
WALL AND SHALL REST UPON AND BE FREE TO
SLIDE ON A CLOSURE ANGLE.

B2
SEISMIC BRCG DETAIL
1'    =  1'-0"

MAIN RUNNER
CROSS RUNNER

FULL HEIGHT-TYPICAL
COMPRESSION BRACE-
1/2" CONDUIT

2" MIN.

IN EACH PLANE OF EACH RUNNER
SPLAY WIRE 12 GA. AT 12'-0" O.C.

4'-0" O.C.
12 GA. AT
WIRES
VERTICAL

2" MIN.

45
° M

AX

45° MAX

45° MAX

45°
 MAX

BAR SYSTEM
HEAVY DUTY T

A3
SUSPENDED CEILING DETAIL
1'    =  1'-0"

12'-0" TYPICAL

4'-0" MAX.

12'-0" TYPICAL

SYSTEM TYPICAL

WALL BOUNDARY
4'-0" OR LESS FROM
FIRST LINE OF BRACING

CEILING SUSPENSION

PROVIDE THE FOLLOWING AT ALL NEW
SUSPENDED CEILINGS:

1. HEAVY-DUTY T BAR GRID SYSTEM.
2. THE WIDTH OF THE PERIMETER SUPPORTING
CLOSURE ANGLE SHALL BE NOT LESS THAN 2".
IN EACH ORTHOGONAL HORIZONTAL DIRECTION,
ONE END OF THE CEILING GRID SHALL BE
ATTACHED TO THE CLOSURE ANGLE.  THE
OTHER END IN EACH HORIZONTAL DIRECTION
SHALL HAVE A 3/4" CLEARANCE FROM THE
WALL AND SHALL REST UPON AND BE FREE TO
SLIDE ON A CLOSURE ANGLE.

NOTE:  PROVIDE 2" SPACE AROUND
ALL SPRINKLER HEADS.  COVER
GAP WITH LARGE ESCHUCIONS.

A4
WALL TYPE 'D'

1 1/2"=  1'-0"

NON-BEARING INTERIOR WALL

FIRE RATING: N/A
FIRE TEST: N/A

RESILIENT CHANNELS @ 48" O.C.

STC: N/A
SOUND TEST: ESTIMATED
HEIGHT: STRUCTURE

FACE: LAYER 5/8" TYPE X GYP BD.
MOISTURE RESISTANT
APPLIED PARALLEL OR AT RIGHT
ANGLES TO ONE SIDE WITH 1 /5/8"
TYPE S DRYWALL SCREW 12" O.C.

EXISTING FOUNDATION

RIGID INSULATION

B4
ENLARGE RESTROOM
1/2" =  1'-0"

4'-7"

7
'-
4
"

2
7
'-
4
1
/2
"

1
0
'-
1
"

4
'-
1
1
"

1
2
'-
2
"

2' 2'-71/2"

2
'-
8
"

2
'-
3
"

4
'

3'-21/2" 5'-71/2"6'-7"3'-5"

3

1

2
AE401

C

AE401

1

2

3

D

MENS RESTROOM
107

WOMENS RESTSROOM
106

REFERENCE NOTES

1. NEW TOILET PARTITION
2. NEW MIRROR
3. NEW TOILET
4. NEW PULL-DOWN BABY CHANGING STATION
5. NEW LAVATORY
6. CERAMIC FIELD TILE
7. NEW URINAL
8. SANITARY NAPKIN DISPENSER
9. HAND SOAP DISPENSER
10. GRAB BAR
11. NEW GYPSUM BOARD PAINTED



1

DD

CD

2

CHECKED BY:

DRAWN BY:

CAD DWG FILE:

PROJECT NO:

UTAH NATIONAL GUARD
DFCM
UNIVERSITY OF UTAH

STRUCTURAL ENGINEER
 CALDER RICHARDS CONSULTING ENGINEERS
 2015 SOUTH 1100 EAST
 SALT LAKE CITY, UTAH  84106
 (801) 466-1699  FAX (801) 467-2495
 www.creng.com

MECHANICAL ENGINEER
 COLVIN ENGINEERING
 244 WEST 300 NORTH
 SALT LAKE CITY, UTAH  84103
 (801) 322-2400  FAX (801) 322-2416
 www.cea-ut.com

ELECTRICAL ENGINEER
 BNA CONSULTING ENGINEERS
 635 SOUTH STATE STREET
 SALT LAKE CITY, UTAH  84111
 (801) 532-2196  FAX (801) 532-2305
 www.bnaconsulting.com

FDMM - 04.28.08.lbk

AAH

BID

3

700 NORTH 200 WEST

SALT LAKE CITY,UTAH 84103

(801) 355-5915

(801) 355-9885 FAX

WWW.CRSA-US.COM

JRW

BLDG 631  FT. DOUGLAS

32 POTTER STREET
FT. DOUGLAS, UT  84113

FDMM - 04.28.08.lbk

B05-027

FT. DOUGLAS
MUSEUM
PHASE 2A

FT. DOUGLAS
MUSEUM
FOUNDATION

AA

BB

CC

DD

1

1

2

2

3

3

4

4

5

5
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C4
ENLARGE MAIN LEVEL STAIRS
1/2" =  1'-0"

D2
AE402

D3
AE402

C1
AE402

D1
AE402

C2
AE402

A1
AE402

1
'

DN
Hall/Stair

109

D1
SOUTH HALL
3/8" =  1'-0"

4

2

3

D2
EAST HALL
3/8" =  1'-0"

4

2

1

3

D3
WEST STAIRWAY
3/8" =  1'-0"

4

39

4

C1
EAST STAIRWAY

3/8" =  1'-0"

1

4

8

1

9

1'

C2
SOUTH STAIRWAY
3/8" =  1'-0"

7

5

9

6

3

A1
NORTH STAIRWAY
3/8" =  1'-0"

4

2

4

9

2
'-
1
0
"

A2
GUARDRAIL DETAIL
1"   =  1'-0"

FASTEN INTO FLOOR WITH
APPROPERIATE FASTERNER

2 1/2" O.D. TOP CAP

TOP CAP SADDLE

POST SADDLE

1/2" CLEAR TEMPERED
GLASS

1 1/2" POST

GLASS CLIP

SUPPORT ROD

DISK

3
'-6
"

4
"

ELEVATIONCROSS SECTION "A"

A

B2
HANDRAIL DETAIL
3"   =  1'-0"

SUPPORTS @ 6'-0" O.C. MAX.

3/8"x 4" DIA. STEEL PLATE

3/8" X 1" STL. BRACKET

1 1/2"

2 - 3/8" DIA. METAL EXPANSION ANCHORS IN
CONCRETE OR MASONRY WALLS W/ 2- 3/8"
(STAINLESS)

FASTEN INTO BUILDING WITH
APPROPERIATE FASTERNER

2 1/2" STD. PIPE HANDRAIL (STAINLESS)

B3
ENLARGE LOWER LEVEL STAIRS

1/2" =  1'-0"

UP

1' 1'

1' 1
'

1
'

1'

STORAGE
007

STAIRS
008

REFERENCE NOTES

1. EXISTING DOOR
2. EXISTING WINDOW
3. NEW GUARDRAIL (A2/AE402)
4. NEW GYPSUM BOARD PAINTED
5. NEW STAIR GATE
6. INFILLED W/GYPSUM BOARD
7. EXISTING STONE
8. GATE STRIKE PLATE POST
9. NEW HANDRAIL (B2/AE402)
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C4
West Exhibits Section
3/16"=  1'-0"

1

4

D1
 North Exibits Section
3/16"=  1'-0"

4

2

OPEN

C1
 South Exhibits Section

3/16"=  1'-0"

22

5

A2
AE402

AF101

B4
AF101

AF101

B3

B2

D3
 East Exibits Section
3/16"=  1'-0"

1

3

2

5

A2
BEAM WRAP
1"   =  1'-0"

2 1/2" STEEL STUD

EXISTING I-BEAM

(2) LAYERS OF 1/2"
FIRE-SHIELD C
WALLBOARD

A1
COLUMN DETAIL
3"   =  1'-0"

1/2" GYPSUM BOARD

EXISTING COLUMN

1 5/8" STEEL STUD EACH CORNER

B1
ADA MOUNTING HEIGHTS
1/2" =  1'-0"

(S
E
A
T
)

ADULT TOILET

CEILING30" WIDE X 48" DEEP MINIMUM ACCESSIBLE

AREA REQUIRED IN FRONT OF ALL URINALS
CEILING

BASE LINE

TAMPONNAPKIN
Bradley

NOTE:  REF. UNIV.

STANDARDS FOR

FIXTURE TYPE.

NOTE:  REF. UNIV.

STANDARDS FOR

FIXTURE TYPE.

NOTE:  REF. UNIV.

STANDARDS FOR

FIXTURE TYPE.

HAND DRYER
SANITARY

DISPENSER
TOWEL

DISPENSER

TRASH

RECEPTICLE

SOAP
DISPENSER

SWITCH,

OUTLET,

AND/OR FIRE

PULL

MIRROR

ADA SINK SHALL

BE 6 1/2" DEEP

MAX

SIGN

EXIT

3
'-4
"

BASE LINE

1
'-4
"

1
'-7
" 3
'-4
" 
M
A
X

3
'-4
" 
M
A
X

2
'-1
0
" 
M
A
X

2
'-5
" 
M
A
X

2'-6" OPENING

17" - 19"

2'-0"

2
'-1
0
" 
M
A
X

2
'-5
" 
M
IN

1
0
" 
- 
1
3
"

6"

3
'-8
" 
M
A
X

1
'-5
" 
M
A
X

2'-6" MIN 5' MIN 5' MIN

3
3
" 
- 
3
6
"

2
"

1
7
" 
- 
1
9
"

1
7
" 
- 
1
9
"

(S
E
A
T
)

1' MIN

1'-6"

3' MIN

32" - 36"

1' MAX 42" MIN

1
5
" 
M
IN
.

1
 1
/2
" 
 M
IN
.

A5
BLOCKING DETAILS
3"   =  1'-0"

(OPTION 3)
SISTER 16 GA.
STEEL STUD
ATTACH FIXTURE
TO SISTER STUD
W/ SELF TAPPING
SCREWS OF
ANCHORS

(OPTION 2)
INLAID FIRE
RETARDANT
WOOD BLOCKING
(COMPLY WITH
IBC 2006
2303.2)

(OPTION 1)
20 GA. X6" FLAT
STEEL BLOCKING.
ATTACH W/ SELF
TAPPING PAN
HEAD SCREWS.

GYPSUM BOARD

A3
MARBLE THRESHOLD
1'    =  1'-0"

3
/8
"

3
/8
"

3
/8
"

3
/8
"

3
/8
"

1" 1"

3
/4
"

2"

1
/2
"

1
/4
"

4"

A4
METAL TRANSITION @ TILE
3"   =  1'-0"

CARPET

1/2" OSB

TILE ON MORTAR BED

METAL TERMINATION BAR
IN MORTAR BED

REFERENCE NOTES

1. 1"x10" PAINTED LUMBER.
2. NEW GYPSUM BOARD PAINTED
3. ADA LIFT
4. EXISTING STONE
5. NEW GUARDRAIL.
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M
A
R
K

005

F
R
A
M
E
 T
Y
P
E

M
A
R
K

LOWER LEVEL DOOR SCHEDULE

P
A
IR

DOORGENERAL MISCELLANEOUS

S
IN
G
L
E

D
O
O
R
 G
L
A
Z
IN
G

D
O
O
R
 T
Y
P
E

D
O
O
R
 S
IZ
E

STORAGE

F
R
A
M
E
 T
Y
P
E

006B

ARCHAEOLOGY

ARCHAEOLOGY

P
A
IR

008 STAIRS

DOOR

NAME

GENERAL MISCELLANEOUS

S
IN
G
L
E

NOTESD
O
O
R
 G
L
A
Z
IN
G

D
O
O
R
 T
Y
P
E

D
O
O
R
 S
IZ
E

ELECTRICAL

006A

007

DOOR SIZES

1

NAME

MAIN LEVEL DOOR SCHEDULE

A

S1

S1

S1

DOOR SIZES

S1

DOOR GLAZING

A

S1

TIG TEMPERED INSULATED GLASS
TG TEMPERED GLASS

A1

2

2

2

1

A

A

AS1113 MECHANICAL

1 AS1116 ELECTRICAL

S1 3'-0" X 7'-0"
S2 6'-0" X 7'-0"

DOOR GLAZING
TIG TEMPERED INSULATED GLASS
TG TEMPERED GLASS

BUILDING 632

A

1

MENS RESTROOM

108

2 S1

A2 S1107

ORDINANCE

WOMENS RESTROOM

AS1

106

103 OFFICE AS12

F
IR
E
 R
A
T
IN
G

NOTES F
IR
E
 R
A
T
IN
G

002A

002B

MECHANICAL004

S1

S1

S2 B

A2

3

1 A

OFFICE

OFFICE T.G.

MECHANICAL 1 A004a S3

S1 3'-0" X 7'-0"
S2 6'-0" X 7'-0"
S3 CUSTOM    
(FIELD VERIFY)

CUSTOM TO FIT
EXISTING OPENING

TYPE '1'

 HOLLOW METAL DOOR

TYPE '2'

WOOD
SOLID CORE

WOOD
SOLID CORE

TG

TYPE '3'

DOOR TYPES

FRAME TYPES

HOLLOW METAL FRAME
 TYPE 'A'

2" 3'-0" 2"

3'-4"

2
"

7
'-0
"

7
'-2
"

B4

AE601

A3

AE601

B3

AE601

A2

AE601

HOLLOW METAL FRAME
 TYPE 'B'

2
"

7
'-0
"

2" 6'-0" 2"

6'-4"

7
'-2
"

2" 4'-8" 2"

5'-0"

2
"

3
'-8
"

2
"

4
'-0
"

INTERIOR HOLLOW
METAL WINDOW

TYPE 'H1'

TIG

B5

AE601

SIM.

B5

AE601

A1

AE601

B4

AE601

A3

AE601

B3

AE601

A2

AE601

SILL

3'-4"

B3
HOLLOW METAL JAMB
3"   =  1'-0"

METAL FRAMING WITH BATT. INSULATION
- SEE PLAN & WALL TYPES

GYPSUM BOARD

SEALANT CONT. BOTH SIDES
WITH BACKER ROD

HOLLOW METAL FRAME TO WRAP WALL

WIDTH

NOTE: WALL CONSTRUCTION MAY VARY - SEE WALL
TYPES

B4
HOLLOW METAL HEADER

3"   =  1'-0"

METAL FRAMING WITH BATT. INSULATION
- SEE PLAN & WALL TYPES

GYPSUM BOARD

SEALANT CONT. BOTH SIDES
WITH BACKER ROD

HOLLOW METAL FRAME TO WRAP WALL

WIDTH

NOTE: WALL CONSTRUCTION MAY VARY - SEE WALL
TYPES

B5
HOLLOW METAL HEAD
3"   =  1'-0"

METAL FRAMING WITH BATT.
INSULATION
- SEE PLAN & WALL TYPES

GYPSUM BOARD

HOLLOW METAL WINDOW FRAME

NOTE: WALL CONSTRUCTION MAY VARY - SEE WALL
TYPES

SEALANT CONT. BOTH SIDES
WITH BACKER ROD

A1
HOLLOW METAL SIDE

3"   =  1'-0"

METAL FRAMING WITH BATT.
INSULATION
- SEE PLAN & WALL TYPES

GYPSUM BOARD

HOLLOW METAL FRAME

NOTE: WALL CONSTRUCTION MAY VARY - SEE WALL
TYPES AND FRAMING PLAN

SEALANT CONT. BOTH SIDES
WITH BACKER ROD

A2
HOLLOW METAL JAMB
3"   =  1'-0"

SEALANT CONT. BOTH SIDES
WITH BACKER ROD

HOLLOW METAL FRAME

USE ADHESIVE & BOLT TO
FASTEN JAMB TO CONCRETE

A3
HOLLOW METAL HEADER
3"   =  1'-0"

SEALANT CONT. BOTH SIDES
WITH BACKER ROD

HOLLOW METAL FRAME

USE ADHESIVE & BOLT TO
FASTEN JAMB TO CONCRETE

EXISTING BUILDING
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004 MECHANICAL

N
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T
H

NOTE:   C1 IS BASE BID AS INDICATED IN BASEMENT OF BLDG 631 & 632

007 W1/W4

006

008

W1

B2

W1

F1

002 OFFICES

ARCHAEOLOGY STORAGE

005

F1

116

STORAGE

ELECTRICAL

STAIRS

001 F1

F1

CEILING
TYPE

F1

W4

W1

E
A
S
T

C1

ROOM NAME

F1

R
O
O
M
 #

W1

W4

WALLS

W1

B
A
S
E

W1B1

NOTES

W1

W1

F2

W1/W4W1COLLECTIONS STORAGE

C  CEILING
C1 2 LAYERS OF GYPSUM BOARD W/FIRE TAPE
C2 SUSPENSION GYPSUM BOARD, PAINTED
C3 EXPOSED STRUCTURE, PAINTED
C4 2'X2' SUSPENSION CEILING SYSTEM 
C5 EXISTING, PATCH & REPAIR, PAINT
C6 EXISTING, REPAIR

W1 W1

F
L
O
O
R

S
O
U
T
H

W
E
S
T

W1

W1W1

C5

C1/C4

107

104 OFFICE

W1 W1W1 C1

NOTE:   C1 IS BASE BID AS INDICATED IN BASEMENT OF BLDG 631 & 632

W1 W1 C1

B1

F4

F4

W3 C5

W1 W1

W1 W1W1

MEN'S RESTROOM

N
O
R
T
H

W2

W4

C5

C  CEILING
C1 2 LAYERS OF GYPSUM BOARD W/FIRE TAPE
C2 SUSPENSION GYPSUM BOARD, PAINTED
C3 EXPOSED STRUCTURE, PAINTED
C4 2'X2' SUSPENSION CEILING SYSTEM 
C5 EXISTING, PATCH & REPAIR, PAINT
C6 EXISTING, REPAIR

W4

108

106 WOMEN'S RESTROOM
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W2 C2

B1/B4
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NOTES

MAIN LEVEL BLDG. 632 FINISH SCHEDULE
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BID ALT. #1

W2B2

W4

W2

W4 F5

110

W4

EXHIBITS SPACE

W1/W4

113 MECHANICAL

W1/W4B1

114

W2

C5

BID ALT. #1

W5

LOWER LEVEL BLDG. 631 FINISH SCHEDULE

W1

W4

105

103 OFFICE W5

W4

W5

W4

W4

ELECTRICAL

F2

ORDINANCE

W4

C1

F2 C3W4B1 W1W4

F  FLOOR
F1 SEALED CONCRETE
F2 CARPET
F3 CERAMIC TILE
F4 EXISTING CARPET, PATCH & REPAIR
 

B  BASE
B1 6" RUBBER BASE
B2 6" CERAMIC TILE 
B3 EXISTING BASE
B4 NEW BASE TO MATCH EXISTING

MAIN LEVEL BLDG. 631 FINISH SCHEDULE

B1/B4
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O
R
T
H

C5

W4
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C5F5 B1 W1

W4

W1

W1

COLLECTIONS SUPPORT

B1

B1

B1

B1

C6

W3

W4

W4 W4

F  FLOOR
F1 SEALED CONCRETE
F2 CARPET
F3 CERAMIC TILE
F4 EXISTING CARPET, PATCH & REPAIR
 

B  BASE
B1 6" RUBBER BASE
B2 6" CERAMIC TILE 
B3 EXISTING BASE
B4 NEW BASE TO MATCH EXISTING

BID ALT. #3

BID ALT. #3

BID ALT. #3

BID ALT. #3

W  WALLS
W1 GYPSUM BOARD, PAINTED
W2 CERAMIC TILE
W3 SHOTCRETE (SEE STRUCTURAL)
W4 EXISTING WALL
W5 PATCH & REPAIR WALL, PAINTED

B1/B3

W  WALLS
W1 GYPSUM BOARD, PAINTED
W2 CERAMIC TILE
W3 SHOTCRETE (SEE STRUCTURAL)
W4 EXISTING WALL
W5 PATCH & REPAIR WALL, PAINTED

NOTE:   C1 IS BASE BID AS INDICATED IN BASEMENT OF BLDG 631 & 632

F  FLOOR
F1 SEALED CONCRETE
F2 CARPET
F3 CERAMIC TILE
F4 EXISTING CARPET, PATCH & REPAIR
 

B  BASE
B1 6" RUBBER BASE
B2 6" CERAMIC TILE 
B3 EXISTING BASE
B4 NEW BASE TO MATCH EXISTING

W  WALLS
W1 GYPSUM BOARD, PAINTED
W2 CERAMIC TILE
W3 SHOTCRETE (SEE STRUCTURAL)
W4 EXISTING WALL
W5 PATCH & REPAIR WALL, PAINTED

W1/W3 B1/B3

B1/B3

C6

C  CEILING
C1 2 LAYERS OF GYPSUM BOARD W/FIRE TAPE
C2 SUSPENSION GYPSUM BOARD, PAINTED
C3 EXPOSED STRUCTURE, PAINTED
C4 2'X2' SUSPENSION CEILING SYSTEM 
C5 EXISTING, PATCH & REPAIR, PAINT
C6 EXISTING, REPAIR

B5
VANITY COUNTER
3/4" =  1'-0"

COUTERTOP

1x4 WOOD FRAMING
W/ WOOD SCREWS

2x BLOCKING BETWEEN
STUDS FOR BRACKET
LAG BOLTS

5/16" x 2" PAINTED METAL
BRACKETS AT 32" O.C. MAX.
ANCHOR SECURELY W/ 3/8" DIA.
LAG BOLTS (SPACE BRACKETS
AT 30" MIN. C.EAR AT LAVATORIES"

CERAMIC TILE

1'-10"
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3"X3" CROWN BLOCKING

B3
MILLWORK DETAIL
6"   =  1'-0"

3
/4
"

1/2" 5" 1/2"

6"

B2
SILL SECTION

3"   =  1'-0"

EXISTING WINDOW

1" X 6" PAINTED LUMBER

3/4" X 1.5" PAINTED
LUMBER

3/4" X 3"" PAINTED
LUMBER

5/8" GYPSUM BOARD
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